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APPLIANCE AND WASHER/DRYER INSPECTION CHECKLIST

The Association has determined that improperly installed washers present a risk of property damage from water leakage
to multiptes of units within a building and to common elements of the condominium. Further it has been determined
that improperly installed dryers have been the source of destructive fires and that improper venting faciiitates the
spreading of fire to adjacent units. This can pose an imminent threat to the health and safety of building residents.
Therefore, the Association has implemented these inspection requirements to promote the health and safety of
residents of the On Top of the World Coendominium Community.

INSPECTION REQUHREMENTS:

1 The washer and dryer hookups must be inspected by a licensed and insured plumber and electrician to confirm the
connections meet current Pinellas County building code Chapter 15 section M1501 and ail other applicable
requirements. All applicable venting must be inspected by an appliance specialist. No dryer vent may penetrate or vent
into or through the common elements of the condominium.

El The paid invoices from a licensed and insured plumber, electrician, and appliance specialist must be provided to
the Crientation Department at clw_interview@otowfl.com along with a statement indicating the hookups are UP TO
CURRENT CODES or have been BROUGHT UP TO CURRENT CODES.

CERTIFICATION OF REMOVAL:

[C]_tf the washer and dryer hookups are not up to code and have been removed, all plumbing must be capped off and
the electric wiring must be removed. Any venting penetration must be removed and correctly sealed by a contractor
qualified to make the repair. Penetrations into a common element must be inspected by the Management Company.

[] A paid invoice from a licensed and insured appliance contractor, plumber, and electrician must be provided to the
Orientation Department at clw_interview@otowfl.com with a statement indicating such.

ADDITIONAL ITEMS:

K1 if the unitis being sold with a washer and dryer, the appiiances must be inspected by an appliance specialist prior
to Association approval of the transaction to insure that they are in good working order and vented properly. If the
existing dryer needs to be replaced, a condensing/vent-less dryer would need to be installed. A follow up inspection
would then need to be scheduled with Inspection Services.

[0 if the washer and dryer unit(s) were installed post construction and cannot be brought up to current code
standards, the dryer must be replaced with a condensing/vent-less dryer and the washer replaced, with both meeting all

then current code standards.

[]_An appliance inspection will be required on any existing ductwork and venting prior to the sale of any unit that has
a washer and dryer hookup regardiess if there is a washer and dryer installed.

[ A paid invoice must be provided to the Orientation Department at clw_interview@otowfl.com with a statement
indicating such work was completed and elements are to Code.
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All invoice(s) referenced in the three sections above must be dated within six (6) months prior to the
scheduled closing date.

A follow-up inspection shall be performed by Inspection Services to verify all work has been
completed.
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